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Instrumentation

X-ray background noise is an experimental prob-
lem that must be dealt with when one determines x-ray
absorption fine structure (XAFS) of dilute atomic spe-
cies using the fluorescence technique.  Of particular
interest is scattered radiation or fluorescence emission
from elements other than the element of interest. Dif-
fraction peaks cause particular difficulty, and also fluo-
rescence from elements occupying a position on the
periodic table just to the left (Z-1) of the position of the
atomic species of interest (Z).  These noise sources
contribute their own spectral features, which interfere
with the desired XAFS signal.

Because of the above problems with background
noise, the standard ion chamber - filter combination1 is
sometimes replaced by a multi-detecting element, en-
ergy-dispersive detector. For energy dispersive detec-
tors, however, the total count rate one may obtain is
often limited due to count pile up effects (saturation).
We have, therefore, developed a log spiral of revolu-
tion (LSR), graphite monochromator. This detector of-
fers advantages in applications such as detecting XAFS
in the presence of diffraction peaks, or in the presence
of intense fluorescence from concentrated species,
which will saturate energy dispersive detectors.

A logarithmic spiral has the characteristic that all
rays from a focal point meet the spiral at the same
angle2. One can therefore imagine a log spiral of revo-
lution designed to monochromatize the fluorescence
radiation emanating from a point focus in a fluorescence
XAFS experiment.  The ray bundle is not reflected to a
true focus, but is concentrated into a region where pho-
tons can be detected by a non energy dispersive de-
tector such as an ion chamber or an array of (PIN) di-
odes.   Owing to a process recently developed in Rus-
sia whereby flexible films of highly oriented pyrolytic
graphite (HOPG) can be economically deposited on
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smooth surfaces3, such a monochromator becomes
practical. The solid angle obtainable using a log spiral
of revolution exceeds that obtainable with practical
Johann crystal arrangements4, or Johannson bent crys-
tals. Such a log spiral detector is not expected to be
tunable; however, the HOPG covering process is eco-
nomical, so that one could manufacture a series of in-
terchangeable LSR detectors to cover the Kα emission
lines of the first row transition metals.

Owing to the environmental importance of Cr metal,
the shape of our prototype LSR is optimized for detec-
tion of Cr K XAFS.  We use a Plexiglas form, which is
smoothly machined into the shape of an LSR for Cr by
a computer assisted lathe. The characteristics of the
HOPG deposition process are such that thin layers
(within a factor of two of 0.2 mm) can be molded onto
smooth surfaces and will maintain a highly oriented, or
low mosaic spread, configuration.  As the thickness of
the layers increases, so does the mosaic spread. For
Cr Kα radiation normally incident onto carbon, one ab-
sorption length is ~ 1 mm.  However, in practice, the
effective penetration distance d is related to the Bragg
angle and total path length through the carbon, such
that for an absorption length of 1 mm, one has an at-
tenuation length normal to the reflecting surface, d, of
0.17 mm.  Thus, the manufacturing process is capable
of applying HOPG layers, which are highly oriented,
and of adequate thickness to give good intensity.

Fig. 1 represents one half of a two dimensional slice
through a log spiral of revolution with the Bragg angle
chosen to reflect Cr K fluorescence.  The maximum
solid angle which can be subtended by the log spiral
depends on the minimum polar angle ΦMIN at which the
active area, covered with HOPG, begins.  For the log
spiral we have tested, the active area begins at zero
polar angle. For this choice of minimum polar angle,
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the maximum polar angle ΦMAX is about 30 degrees.
This limit is set by the fact that the ray leaving the sample
at zero polar angle and then diffracted by the HOPG is
blocked by that HOPG surface which diffracts the ~ 30
degree polar angle ray.  This angular range, for a log
spiral of revolution, corresponds to a solid angle of 2π/
3, or 17% of 4π. A blocking shield shown in Fig. 1 is
extended toward the sample until one attains the con-
dition that no emitted fluorescence can directly go from
the sample to the PIN diode array without first reflect-
ing from the log spiral. A micrometer drive can be used
to move the sample surface toward or away from the
incoming beam to tune the detector so that a maxi-
mum intensity is obtained for the X-ray fluorescence
line of interest. For some tests, we remove the block-
ing shield so as to compare results using direct fluo-
rescence onto the PIN diodes with results including only
fluorescent x-rays reflected from the HOPG.  Our pro-
totype LSR has a size scale such that there is a dis-
tance of 1.5 cm from the focus to the intersection be-
tween the zero polar angle ray and the spiral. Even
with this small scale, our analysis shows that with a
spot size of 0.5 mm2 at the sample focus, the spread of
incident Bragg angles is within the 0.4° FWHM of good
quality HOPG5.

Initial tests were done on the X11 beamline at the
National Synchrotron Light Source.  This beam is not
focused, and we used a beam spot which was ~ 2 mm
x 0.5 mm, by using the smallest opening of the hutch
slits.  We found that the rejection of V relative to Cr
degraded if we attempted to increase the intensity by
using a larger beam spot on the sample.  Despite the
non-focused conditions, we obtained promising prelimi-
nary results on a concentrated sample alloy of V.5Cr.5.
The EXAFS of Cr is good quality, but the V step height,
relative to the Cr, is markedly reduced by the log spiral.
We also tested the performance of the LSR in rejecting
Ti XAFS from V XAFS in a V.50Ti.50 alloy, data obtained
by tuning to the V Kß line. This data was obtained at the
focused X16C beamline at the NSLS. For the V.50 Ti.50
alloy, one makes use of the fact that the V Kß energy is
only 12 eV away from the Cr Kα energy, well within the
resolution limit of HOPG for a LSR shape optimized for
detection of Cr Kα. The rejection of V relative to Cr in
Cr.50 V.50 is about a factor of ten relative to the step
height ratio obtained using an ion chamber, a limit which
is largely determined by the relative intensity of the V
Kß relative to the Cr Kα line. The data for rejection of Ti
relative to V in a V.50Ti.50 alloy shows a comparable re-
jection ratio5,6.

We tested the capability of the LSR to remove dif-
fraction peaks from both Cr and V edges in a V.80Cr.15Ti.05
alloy of interest for fusion reactor vessel wall applica-
tions.  Also in another test, we found that one can tune
the LSR to emphasize or minimize the Mn XAFS for a

Cr.80Mn.20 alloy. One can tune the LSR somewhat by
changing the sample position plane.  These results were
obtained at the X16C focused beam at the NSLS and
are illustrated in Figs. 2a, 2b, 2c, and 2d.  The negative
step at the position of the Mn edge in curve 2c is due to
the removal of photons from the Cr excitation channel
at the energy onset of the Mn K edge. By slightly chang-
ing the position of the sample plane, the Mn edge can
be enhanced, as shown in Fig. 2d.  Fig. 2a shows the
spectrum of the reactor vessel alloy with the blocking
shield pulled out, and intense diffraction peaks can be
observed.  With the blocking shield in place, one ob-
tains almost complete removal of diffraction peaks from
both Cr and V edges, as shown in Fig. 2b6.

Finally, we tested the ability of the LSR to obtain
the Cr XAFS from a sample of 1% Cr in a 99% V ma-
trix.  Preliminary tests at the X11 beamline at the NSLS
showed that if an ion chamber is used to obtain such
data, the V EXAFS oscillations completely overwhelm
the Cr absorption edge5.  We then utilized the PNC-
CAT insertion device line at the Advanced Photon
Source.  This beam was not focused, but nevertheless
produced an intensity of ~ 1 x 1011 photons per second
in a spot 0.5 mm x 0.5 mm.  Fig. 3 shows Cr XAFS
obtained for this sample, with background subtracted.
At the top one sees the results with the blocking shield
removed so that the signal detected by the PIN diodes
was partly monochromatized by the LSR and partly di-
rect fluorescence.  At the bottom one sees the spec-
trum with the blocking shield in place.  Both the top and
bottom of this figure represent identical beam condi-
tions, ten scans averaged.  One sees in Fig. 3 a dis-
tinct improvement in the signal quality and removal of
distortion in regions A and B due to monochromatization
by the LSR5.

For best quality bulk HOPG, Sparks has shown that
one can approach 50% reflection efficiency at the Cu
Kα line with a mosaic spread of ~0.4 degrees7.  We
have performed diffraction studies on the 0.2 mm-thick
flexible HOPG used in our LSR which indicate a peak
reflectivity about half that of bulk HOPG at the CuKα
line and a mosaic spread slightly greater than twice
that of best quality HOPG.  However, we find that 0.05
mm-thick HOPG has a peak reflectivity only slightly less,
and an energy resolution about twice as good as the
0.2 mm-thick material6. We could increase the bright-
ness of our LSR by extending the log spiral to accept
rays with greater polar angles relative to the sample
surface, while not depending on glancing emergent
angle rays. The sample self absorption would decrease
and the total solid angle would increase.  Use of an
annular ion chamber, rather than PIN diodes, would
insure that all rays reflected from the HOPG would cor-
respond to detectable photons.  A helium path would
increase intensity at the Cr K edge by a factor of ~2.



2 - 59 Science Highlights

The resolution could probably be improved by use of
thinner HOPG to approach 130 eV for the Cr K edges.
The LSR is not very tunable and requires an intense
incident beam in a small spot size. On the other hand,
a series of LSR monochromators could be manufac-
tured to cover the first transition row series for less cost
than that of a 13 element energy dispersive detector.
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Figure 1. Schematic drawing of a section through a log spi-
ral manufactured for detecting Cr Kα.  In the version of the
log spiral discussed in this manuscript, the active (B-C) area
of the surface (i.e., the surface covered with HOPG) begins
at zero polar angle. The polar angle Φ shown corresponds
to the maximum polar angle possible for Cr radiation if the
active surface begins at zero polar angle.

Figure 2. Curve A) LSR set to transmit both V and Cr edges
of a V.80Cr.15Ti.05 alloy, blocking shield removed to allow trans-
mission of diffraction peaks; Curve B) same as A but with
blocking shield in place to remove diffraction peaks; Curve
C) Cr.80Mn.20 alloy XAFS, LSR tuned to transmit Cr but reject
Mn Kα; Curve D) same as C but with LSR tuned to transmit
both Cr and Mn Kα. The short horizontal lines to the lower
left of the four absorption edges represent zero intensity.
This level is within uncertainties in the zero adjustment for
the PIN diode electronics for the Cr.80Mn.20 data sets.
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In recent years, the availability of circularly polar-
ized light (CPL) at synchrotron radiation sources has
constantly increased to meet the rising demand for CPL
by various spectroscopic techniques. In particular, CPL
has been successfully applied to investigations of mag-
netic materials, mainly taking advantage of magnetic
circular dichroism effects.

For more than two decades, circular-polarized soft
x-rays (hn = 500-1500 eV) have been extracted from
synchrotron sources by collecting the out-of-plane ra-
diation produced by bending magnets.  A number of
interesting absorption edges of magnetic materials, e.g.
the L edges of 3d transition metals and the N edges of
the rare earths, fall in this energy range.  Consequently,
a great amount of absorption and reflectivity work has
been performed, particularly on thin films and

multilayers. A great advantage of this type of experi-
ment is the relatively low photon flux required.

The advent of third generation light sources has
further expanded the availability of CPL, in particular
via the production of CPL by new insertion devices of
novel design.  The photon flux and brightness of these
new sources is much greater than that from out-of-plane
bending magnets.  Consequently, more demanding
experiments, e.g. photoemission and microscopy, have
become practically possible.  However, the energy
range usually covered by these new sources is still
centered in the soft x-ray region.

These high photon energies are not suitable for
angle-resolved photoemission (ARPES), an experiment
typically performed in the photon energy range 10-100
eV.  Recently, it has been suggested that an efficient
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Figure 3. XAFS of Cr in V.99Cr.01, blocking shield out (top) versus blocking shield in (bottom). Background subtracted. Both
data sets are ten averaged scans; identical beam conditions for both the blocking shield out and in conditions. Regions
denoted by A and B are distorted in shape in the curve taken with the blocking shield out. If the background were not
subtracted, the pre-edge background would exhibit an upward slope with increasing energy. The slope of the background
observed for data obtained without the blocking shield is much larger than the slope of the background observed with the
blocking shield in place. The background just before the edge is reduced by a factor of at least five relative to the Cr
absorption step height by the use of the blocking shield. However, the analysis of the true background rejection is compli-
cated by the fact that, even with the blocking shield removed, some signal is monochromatized by the log spiral. Also, there
may be detector saturation effects when the blocking shield is removed.


